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ESNEK KABLO YAPISI / INCELTILMiS DIS CAP / KUCUK BUKULME YARICAPI / ALEV GECIKTIRICi 6ZELLIK
FLEXIBLE CABLE DESIGN / REDUCED OUTER DIAMETER / SMALL BENDING RADIUS / FLAME RETARDANT CHARECTERISTIC
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TECNICAL SPESIFICATINS
TEKNIK OZELLIKLER

HIGH SPEED / YUKSEK HIZ

LOW SPEED / DUSUK HIZ
MAX 5.0 m/s

MAX 1.6 m/s | HALOGEN FREE / HALOJENSIZ HFFR

Section/ Kesit ( 0.75 mm®)

12x, 16x, 20x, 24x, 30x, 36x

Standard / Standart

EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Bukimlu Elektrolitik Bakir Tel

Resistance / Direng

<25.5 Ohm/km (20 °C)

Conductor / iletken

Construction / Yapi

24x0,20 mm Stranded Electrolytic Bare Copper / 24x0,20 mm Bukumli Elektrolitik Bakir Tel

Material / Malzeme

TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC

Standard / Standart TS EN 50363-3 B EN 50363-3 TS EN 50363-3
Elongation / Uzama > %200 > %300 > %300
Tensile Strength /Kopma Mukavemeti > 12 N/mm? > 17 N/mm?) > 17 N/mm?)

Fire Performance Standard
Yangin Performans Standardi

TS EN 60332-1-2 TS EN 60332-1-2 TS EN 60332-1-2

Marking / Isaretleme

Black Number On White + Yellow/Green / Beyaz Uzerine Siyah Rakam + Sari / Yesil

Working Temperature / Calisma Sicakligi

TS EN 50363-3 T5 ( -15/ + 70 °C) TS EN 50363-3 T5 ( -30 / + 70 °C) TS EN 50363-3 T5 ( -15/ + 70 °C)

Core Insulation / Damar izolasyon

UV Protection / UV Koruma

OK / Uygun

Material / Malzeme

TS EN 50363-4-1 TM4 Ral 7035 PVC TS EN 50363-0 M1 HFFR

Standard / Standart

TS EN 50363-3 TS EN 50363-0

Elongation / Uzama

> %200 > %300 > %160

Tensile Strength / Kopma Mukavemeti

> 12 N/mm? > 17 N/mm’ > 12 N/mm?

Fire Performance Standard
Yangin Performans Kriteri

TS EN 60332-1-2 TS EN 60332-1-2 TS EN 50267-2-1

Marking / isaretleme

Laser Print laser Print dkjet Print

Working Temperature / Galisma Sicakhigi

TS EN 50363-3 T5 ( -15/ + 70 °C) TS EN 50363-3 T5 ( -30 / + 70 °C) TS EN 50363-3 T5 ( -15/ + 70 °C)

Color / Renk

Natural / Naturel

RAL 7035 Grey / Gri / RAL 9005 Black / Siyah

Cover Insulation / Kilif izolasyon

UV Protection / UV Koruma

OK / Uygun

Type Code / Tip Kodu HO5VVH6-F HO5V3V3H6-F HO5VZH6-F
TestVoltage / Test \oltaji 2000 V
Working Voltage / Galisma Voltaji 300/500 V

Carrier Rope / Taslyicl Halat

Optional / Opsiyonel

Flexibility / Bukilgenlik

40xThickness / 40xKalinlik 20xThickness / 20xKalinlk 40xThickness / 40xKalinlik

Max Free Hanger Distance
Maks Serbest Aski Uzunlugu

40 m ( Without Rope / Halatsiz ) 200 m (With Rope / Halatli )

General / Genel

Packing / Paketleme

500/ 1000 m

Product Standard / Uriin Standardi

TS EN 50214:2010

2011/305/EC CRP/ DOP

TS EN 50575+A1 Eac TS EN 50575+A1 Eac TS EN 50575+A1 Eac

Factory Standard / Fabrika Standardi

TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP

Quality Certificate / Kalite Belgeleri

TSE, TSE HAR , CE, REACH, ROSH, Pb FREE
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FLAT FLEXIBLE CABLE / YASSI FLEKSIBLE KABLO
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ESNEK KABLO YAPISI / INCELTiLMiS DIS CAP / KUCUK BUKULME YARICAPI / ALEV GECIKTIRICi 6ZELLIK
FLEXIBLE CABLE DESIGN / REDUCED OUTER DIAMETER / SMALL BENDING RADIUS / FLAME RETARDANT CHARECTERISTIC
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TSE-ISO

9001
TE(%II\;IK('"G?II2 SC)PZEESLIEI&I—F{NS LOwW S;I/E-\I;(DI{GD:]?SUK HIz | HIGH S;E\E(Ds/,oYrL:-:;:EK HIZ | HALOGEN FREE / HALOJENSIZ HFFR
§ Section/ Kesit ( 0.75 mm®) 10x, 14x, 18x, 22x, 24x, 28x, 31x, 34x
% Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir T
g Resistance / Direng <25.5 Ohm/km (20 C)
g Construction / Yapi 24x0,20 mm Stranded Electrolytic Bare Copper / 24x0,20 mm Bukumli Elektrolitik Bakir Tel

TS EN 50363-3 T5 PVC
TS EN 50363-3

TS EN 50363-3 T5 PVC
TS EN 50363-3
%300

TS EN 50363-3 T5 PVC
TS EN 50363-3
> %200

Material / Malzeme

Standard / Standart

Elongation / Uzama > %300

Tensile Strength /Kopma Mukavemeti > 12 N/mm? > 17 N/mm?) > 17 N/mm?)

Fire Performance Standard
Yangin Performans Standardi

TS EN 60332-1-2 TS EN 60332-1-2 TS EN 60332-1-2

Marking / Isaretleme Black Number On White + Yellow/Green / Beyaz Uzerine Siyah Rakam + Sari / Yesil

TS EN 50363-3 T5 (-15/ + 70

Working Temperature / Calisma Sicakligi TS EN 50363-3 T5 ( -15 / + 70 °C)

TS EN 50363-3 T5 ( -30 / + 70 °C)
OK / Uygun
TS EN 50363-4-1 TM4 Ral 7035 PVC

TS EN 50363-3

Core Insulation / Damar izolasyon

UV Protection / UV Koruma

TS EN 50363-0 M1 HFFR
TS EN 50363-0
> %160

Material / Malzeme

Standard / Standart

Elongation / Uzama > %200 > %300

Tensile Strength / Kopma Mukavemeti > 12 N/mm? > 17 N/mm’ > 12 N/mm?

Fire Performance Standard
Yangin Performans Kriteri

TS EN 50267-2-1
I kjet Print

TS EN 60332-1-2 TS EN 60332-1-2

Laser Print

Marking / isaretleme Laser Print

Working Temperature / Calisma Sicakligi TS EN 50363-3 T5 ( -15/ + 70 °C) TS EN 50363-3 T5 ( -30 / + 70 °C) TS EN 50363-3 T5(-15/+ 70

Cover Insulation / Kilif izolasyon

Color / Renk RAL 7035 Grey / Gri / RAL 9005 Black / Siyah Natural / Naturel
UV Protection / UV Koruma OK / Uygun

Type Code / Tip Kodu HO5VVH6-F HO5V3V3H6-F HO5VZH6-F
TestVoltage / Test \oltaj 2000 V

Working Voltage / Galisma Voltaji 300/500 V

Optional / Opsiyonel
20xThickness / 20xKalinhk

Carrier Rope / Taslyicl Halat

Flexibility / Bukdilgenlik 40xThickness / 40xKalinhk 40xThickness / 40xKalinlik

Max Free Hanger Distance
Maks Serbest Aski Uzunlugu

Packing / Paketleme

40 m ( Without Rope / Halatsiz ) 200 m (With Rope / Halatli )
500 / 1000 m
TS EN 50214:2010

General / Genel

Product Standard / Uriin Standardi

2011/305/EC CRP/ DOP TS EN 50575+A1 Eac TS EN 50575+A1 Eac TS EN 50575+A1 Eac

Factory Standard / Fabrika Standardi

TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP

Quality Certificate / Kalite Belgeleri

TSE, TSE HAR , CE, REACH, ROSH, Pb FREE
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FLAT FLEXIBLE CABLE / YASSI FLEKSIBLE KABLO
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ESNEK KABLO YAPISI / INCELTILMiS DIS CAP / KUCUK BUKULME YARICAPI / ALEV GECIKTIRICi 6ZELLIK
FLEXIBLE CABLE DESIGN / REDUCED OUTER DIAMETER / SMALL BENDING RADIUS / FLAME RETARDANT CHARECTERISTIC
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Product Size : 95 x 4.6 mm

TECNICAL SPESIFICATINS LOW SPEED / DUSUK HIZ HIGH SPEED / YUKSEK HIZ .
TEKNIK OZELLIKLER MAX 1.6 m/s MAX 5.0 m/s HALOGEN FREE / HALOJENSIZ HFFR

Section/ Kesit ( 0.75 mm’) 30x, 33x, 36x

Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel

Resistance / Direng

<25.5 Ohm/km (20 €)

Conductor / iletken

Construction / Yapi

24x0,20 mm Stranded Electrolytic Bare Copper / 24x0,20 mm Bikimli Elektrolitik Bakir Tel

Material / Malzeme

TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC

TS EN 50363-3 T5 PVC

Standard / Standart TS EN 50363-3 TS EN 50363-3 TS EN 50363-3
Elongation / Uzama > %200 > %300 > %300
Tensile Strength /Kopma Mukavemeti > 12 N/mm’ > 17 N/mm?) > 17 N/mm’)

Fire Performance Standard
Yangin Performans Standardi

TS EN 60332-1-2 TS EN 60332-1-2

TS EN 60332-1-2

Marking / isaretleme

Black Number On White + Yellow/Green / Beyaz Uzerine Siyah Rakam + Sari / Yesil

Working Temperature / Galisma Sicakligi

TS EN 50363-3 T5 (-15/ + 70 C) TS EN 50363-3 T5 (-30/ + 70 C)

TS EN 50363-3T5(-15/+70C)

Core Insulation / Damar izolasyon

UV Protection / UV Koruma

OK / Uygun

Material / Malzeme

TS EN 50363-4-1 TM4 Ral 7035 PVC

TS EN 50363-0 M1 HFFR

Standard / Standart TS EN 50363-3 TS EN 50363-0
Elongation / Uzama > %200 > %300 > %160
Tensile Strength / Kopma Mukavemeti > 12 N/mm’ > 17 N/mm’ > 12 N/mm’

Fire Performance Standard
Yangin Performans Kriteri

TS EN 60332-1-2 TS EN 60332-1-2

TS EN 50267-2-1

Marking / Isaretleme

Laser Print Laser Print

Inkjet Print

Working Temperature / Calisma Sicakligi

TS EN 50363-3 T5 (-15/+70C) TS EN 50363-3 T5 (-30/ + 70 C)

TS EN 50363-3T5(-15/+70C)

Color / Renk

RAL 7035 Grey / Gri / RAL 9005 Black / Siyah a

N tural / Naturel

Cover Insulation / Kilif izolasyon

UV Protection / UV Koruma

OK / Uygun

Type Code / Tip Kodu AO5VVH6-F AO05V3V3H6-F AO5VZH6-F
Test Voltage / Test \bltaji 2000 V
Working Voltage / Galisma Voltaji 300/500 V

Carrier Rope / TaslyiciHalat

Optional / Opsiyonel

Flexibility / Bikdlgenlik

40xThickness / 40xKalinlik 20xThickness / 20xKalinlik

40xThickness / 40xKalinlik

Max Free Hanger Distance
Maks Serbest Aski Uzunlugu

40 m ( Without Rope / Halatsiz ) 20 m (With Rope / Halath )

General / Genel

Packing / Paketleme

500/ 1000 m

Product Standard / Uriin Standardi

TS EN 50214:2010

Factory Standard / Fabrika Standardi

TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP

Quality Certificate / Kalite Belgeleri

CE, REACH, ROSH, Pb FREE
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FLAT FLEXIBLE CABLE / YASSI FLEKSIBLE KABLO
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ESNEK KABLO YAPISI / INCELTiLMiS DIS CAP / KUCUK BUKULME YARICAPI / ALEV GECIKTIRICi 6ZELLIK
FLEXIBLE CABLE DESIGN / REDUCED OUTER DIAMETER / SMALL BENDING RADIUS / FLAME RETARDANT CHARECTERISTIC
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Product Size : 95 x 4.6 mm

TEE:r';IK?quIk %PZIESLIEIES;ENS LOW S&iiDl{eDng?sUK HIZ HIGH S;iE(Dsl_oY:quK HIZ HALOGEN FREE / HALOJENSIZ HFFR
§ Section/ Kesit ( 0.75 mm’) 28x, 31x, 34x
% Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel
g Resistance / Direng <25.5 Ohm/km (20 C)
§ Construction / Yapi 24x0,20 mm Stranded Electrolytic Bare Copper / 24x0,20 mm Bukimli Elektrolitik Bakir Tel
§ Material / Malzeme TS EN 50363-3 T5 PVC S EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC
& | Standard / Standart TS EN 50363-3 TS EN 50363-3 TS EN 50363-3
'g Elongation / Uzama > %200 > %300 > %300
§ Tensile Strength /Kopma Mukavemeti > 12 N/mm’ > 17 N/mm?) > 17 N/mm?)
= $:§9T:r£‘;gf;genStsatr;‘f_ladr:rdl TS EN 60332-1-2 TS EN 60332-1-2 TS EN 60332-1-2
g Marking / Isaretleme Black Number On White + Yellow/Green / Beyaz Uzerine Siyah Rakam + Sari / Yesil
Tz_ Working Temperature / Calisma Sicakligi TS EN 50363-3 T5 ( -15/ + 70 °C) TS EN 50363-3 T5 ( -30 / + 70 °C) TS EN 50363-3 T5 ( -15/ + 70 °C)
S UV Protection / UV Koruma OK / Uygun
Material / Malzeme TS EN 50363-4-1 TM4 Ral 7035 PVC TS EN 50363-0 M1 HFFR
< |Standard / Standart TS EN 50363-3 TS EN 50363-0
§ Elongation / Uzama > %200 > %300 %160
-§ Tensile Strength / Kopma Mukavemeti > 12 N/mm? > 17 N/mm’ > 12 N/mm*
S R islicabvitoid TS EN 60332-1-2 TS EN 60332-1-2 TS EN 50267-2-1
;% Marking / isaretleme Laser Prirnt laser Print I kjet Print
g Working Temperature / Calisma Sicakligi TS EN 50363-3 T5 ( -15 / + 70 °C) TS EN 50363-3 T5 (-30 / + 70 °C) TS EN 50363-3 T5 (-15/ + 70 °C)
g Color / Renk RAL 7035 Grey / Gri / RAL 9005 Black / Siyah Natural / Naturel
© | uv Protection / UV Koruma OK / Uygun
Type Code / Tip Kodu AO5VVH6-F AO05V3V3H6-F AO5VZH6-F
Test Voltage / Test \oltaji 2000 V
Working Voltage / Calisma Voltaji 300/500 V
- Carrier Rope / Taglyici Halat Optional / Opsiyonel
&:J Flexibility / Bikulgenlik 40xThickness / 40xKalinlk 20xThickness / 20xKalinlik 40xThickness / 40xKalinhk
§ M e 40 m ( Without Rope / Halatsiz ) 20 m (With Rope / Halatli )
é Packing / Paketleme 500 / 1000 m
Product Standard / Uriin Standardi TS EN 50214:2010
2011/305/EC CRP/ DOP TS EN 50575+A1 Eac TS EN 50575+A1 Eac TS EN 50575+A1 F
Factory Standard / Fabrika Standardi TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP
Quality Certificate / Kalite Belgeleri CE, REACH, ROSH, Pb FREE
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FLAT FLEXIBLE CABLE / YASSI FLEKSIBLE KABLO

A05VVD3H6-F

24G0.75 + 3x(4x0.50) mm?
24G0.75 + 3x(4x0.35) mm?
24G0.75 + 3x(4x0.22) mm?

ESNEK KABLO YAPISI / INCELTILMiS DIS CAP / KUCUK BUKULME YARICAPI / ALEV GECIKTIRiCi 6ZELLIK
FLEXIBLE CABLE DESIGN / REDUCED OUTER DIAMETER / SMALL BENDING RADIUS / FLAME RETARDANT CHARECTERISTIC

€ ¥ rReachV ®

TEEIZ_II\EIIKC'Z\ﬁk SOF‘ZEESLIGI&ENS LOW S;EAI)E(Dl{GDr:/SSUK Hiz HIGH Saif(Ds{()qulgEK HIZ HALOGEN FREE / HALOJENSIZ HFFR
é Section/ Kesit ( 0.75 mm?) 12x, 16x, 20x, 24x, 30x, 36x
% Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel
g Resistance / Direng <25.5 Ohm/km (20 C)
E Construction / Yapi 24x0,20 mm Stranded Electrolytic Bare Copper / 24x0,20 mm Bikimli Elektrolitik Bakir Tel
s Material / Malzeme TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC
>
& | Standard / Standart TS EN 50363-3 TS EN 50363-3 TS EN 50363-3
% Elongation / Uzama > %200 > %300 > %300
§ Tensile Strength /Kopma Mukavemeti > 12 N/mm? > 17 N/mm *) > 17 N/mm *)
s e e TS EN 60332-1-2 TS EN 60332-1-2 TS EN 60332-1-2
% Marking / Isaretleme Black Number On White + Yellow/Green / Beyaz Uzerine Siyah Rakam + Sari / Yesil
i Working Temperature / Calisma Sicakligi TS EN 50363-3 T5 (-15/ + 70 °C) | TS EN 50363-3 T5 ( -30 / + 70 °C) | TS EN 50363-3 T5 ( -15/ + 70 °C)
8 UV Protection / UV Koruma OK / Uygun
s | Screen Material / Ekranlama Malzemesi Alumium Foil / Crome Plated Copper Wire (Optional)/ Aluminium Folyo / Kalayh Bakir Tel (Opsiyonel)
_§ EE_;- Communication Core/Haberlesme iletkeni 0.22 / 0.35 mm? | 0.22 / 0.35 mm? | 0.35 mm’
§ E Marking / Isaretleme Color / Renk
§ £ Number of Groups / Grup Sayisi 1x2/2x2/3x2/4x2
Material / Malzeme TS EN 50363-4-1 TM4 Ral 7035 PVC TS EN 50363-0 M1 HFFR
s Standard / Standart TS EN 50363-3 TS EN 50363-0
g Elongation / Uzama > %200 > %300 > %160
-E Tensile Strength / Kopma Mukavemeti > 12 N/mm? > 17 N/mm’ > 12 N/mm?’
Z | g Performans ket TS EN 60332-1-2 TS EN 60332-1-2 TS EN 50267-2-1
-g Marking / Isaretieme Laser Print Laser Print I kjet Print
E Working Temperature / Calisma Sicakligi TS EN 50363-3 T5 (-15/ + 70 °C) TS EN 50363-3 T5 ( -30 / + 70 °C) TS EN 50363-3 T5 ( -15/ + 70 °C)
g Color / Renk RAL 7035 Grey / Gri / RAL 9005 Black / Siyah Natural / Naturel
© | uv Protection / UV Koruma OK / Uygun
Type Code / Tip Kodu AO5VVH6-F AO5V3V3H6-F AO5VZH6-F
Test Voltage / Test \bltaji 2000 V
Working Voltage / Galisma Voltaji 300/500 V
- Carrier Rope / TastyiciHalat Optional / Opsiyonel
é Flexibility / Bukdlgenlik 40xThickness / 40xKalinlik | 20xThickness / 20xKalinlik | 40xThickness / 40xKalinlik
§ HZ’,ESF;‘:,,Z?{‘ %iL,DLiJSZtS,:i%U 40 m ( Without Rope / Halatsiz ) 20 m (With Rope / Halatl )
é Packing / Paketleme 500 / 1000 m
2011/305/EC CRP/ DOP TS EN 50575+A1 Eac | TS EN 50575+A1 Eac | TS EN 50575+A1 F
Product Standard / Uriin Standard: TS EN 50214:2010
Factory Standard / Fabrika Standardi TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP
Quality Certificate / Kalite Belgeleri CE, REACH, ROSH, Pb FREE

W FLEXCAB W RAISSKABLO



FLAT FLEXIBLE CABLE / YASSI FLEKSIBLE KABLO

AO5VVD3H6-F

28G0.75 + 4x(2X0.35)
28G0.75 + 4x(2X0.22)

ESNEK KABLO YAPISI / INCELTiLMiS DIS CAP / KUCUK BUKULME YARICAPI / ALEV GECIKTIRICi 6ZELLIK
FLEXIBLE CABLE DESIGN / REDUCED OUTER DIAMETER / SMALL BENDING RADIUS / FLAME RETARDANT CHARECTERISTIC

€ ¥ rReachv ®

TEEZl_II\ElII((':\‘AIIIZ %PZEESLIGI&IENS LOW S;I;E(DI{GDnL‘JI/S;JK HIZ HIGH SSEAE(D;.OYE-:;_EEK HIZ HALOGEN FREE / HALOJENSIZ HFFR
§ Section/ Kesit ( 0.75 mm’ ) 12x, 16x, 20x, 24x, 30x, 36x
i Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikimlii Elektrolitik Bakir Tel
‘§ Resistance / Direng <25.5 Ohm/km (20 °C)
§ Construction / Yapi 24x0,20 mm Stranded Electrolytic Bare Copper / 24x0,20 mm Bukumlu Elektrolitik Bakir Tel
s Material / Malzeme TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC
>
&8 | Standard / Standart TS EN 50363-3 TS EN 50363-3 TS EN 50363-3
% Elongation / Uzama > %200 > %300 > %300
g Tensile Strength /Kopma Mukavemeti > 12 N/mm * > 17 N/mm *) > 17 N/mm *)
= fgﬁgﬁ’;‘;ﬁf:f;?g{;ﬁfrdl TS EN 60332-1-2 TS EN 60332-1-2 TS EN 60332-1-2
% Marking / Isaretleme Black Number On White + Yellow/Green / Beyaz Uzerine Siyah Rakam + Sari / Yesil
i, Working Temperature / Calisma Sicakligi TS EN 50363-3 T5 ( -15/ + 70 °C) | TS EN 50363-3 T5 ( -30 / + 70 °C) | TS EN 50363-3 T5 (-15/ + 70 °C)
S UV Protection / UV Koruma OK / Uygun
§ | Screen Material / Ekranlama Malzemesi Alumium Foil / Crome Plated Copper Wire (Optional)/ Aluminium Folyo / Kalayli Bakir Tel (Opsiyonel)
_§ E’h Communication Core/Haberlesme iletkeni 0.22/0.35m ? | 0.22/0.35m ? | 0.35m *?
E g Marking / isaretleme Color / Renk
§ £ Number of Groups / Grup Sayisi 1x2/2x2/3x2/4x2
Material / Malzeme TS EN 50363-4-1 TM4 Ral 7035 PVC TS EN 50363-0 M1 HFFR
5 Standard / Standart TS EN 50363-3 TS EN 50363-0
& | Elongation / Uzama > %200 > %300 > %160
-§ Tensile Strength / Kopma Mukavemeti > 12 N/mm * > 17 N/mm * > 12 N/mm *
e e e TS EN 60332-1-2 TS EN 60332-1-2 TS EN 50267-2-1
-é Marking / Isaretleme Laser Print Laser Print I kjet Print
g Working Temperature / Calisma Sicakligi TS EN 50363-3 T5 ( -15/ + 70 °C) TS EN 50363-3 T5 (-30/ + 70 °C) TS EN 50363-3 T5 (-15/ + 70 °C)
g Color / Renk RAL 7035 Grey / Gri / RAL 9005 Black / Siyah Natural / Naturel
© | uv Protection / UV Koruma OK / Uygun
Type Code / Tip Kodu AO5VVH6-F AO5V3V3H6-F AO5VZH6-F
Test Voltage / Test \bltaji 2000 Vv
Working Voltage / Galisma Voltaji 300/500 V
- Carrier Rope / TaslyiciHalat Optional / Opsiyonel
2':5‘ Flexibility / Bukilgenlik 40xThickness / 40xKalinlik | 20xThickness / 20xKalinlik | 40xThickness / 40xKalinlik
% M e e 40 m ( Without Rope / Halatsiz ) 20 m (With Rope / Halatli )
g Packing / Paketleme 500 / 1000 m
2011/305/EC CRP/ DOP TS EN 50575+A1 Eac | TS EN 50575+A1 Eac | TS EN 50575+A1 F
Product Standard / Uriin Standardi TS EN 50214:2010
Factory Standard / Fabrika Standardi TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP
Quality Certificate / Kalite Belgeleri CE, REACH, ROSH, Pb FREE
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FLAT FLEXIBLE CABLE / YASSI FLEKSIBLE KABLO

AO5VVD3H6-F

6x(7x0.75)
+
2x(2x0.75+0.22) mm2
RG6 TV

ESNEK KABLO YAPISI / INCELTILMiS DIS CAP / KUCUK BUKULME YARICAPI / ALEV GECIKTIRiCi 6ZELLIK
FLEXIBLE CABLE DESIGN / REDUCED OUTER DIAMETER / SMALL BENDING RADIUS / FLAME RETARDANT CHARECTERISTIC

<> (€ ¥ ReEAchY ®

é Section/ Kesit ( 0.75 mm’) 36x
% Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel
‘g Resistance / Direng EN 60228 Class-5
g Construction / Yapi Stranded Electrolytic Bare Copper / Biikiimlii Elektrolitik Bakir Tel
§ Material / Malzeme TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC
& | Standard / Standart TS EN 50363-3 TS EN 50363-3
'% Elongation / Uzama > %220 > %200
§ Tensile Strength /Kopma Mukavemeti >12N/m ‘m >15N/m
o i TS EN 60332-1-2 TS EN 50363-0 M1 HFFR
% Marking / Isaretleme Color / Renk
g Working Temperature / Galisma Sicakiigi TSEN 50363-3T5(-15/+70C) TSEN 50363-3T5(-15/+70C)
S Screen Material / Ekranlama Malzemesi Alumium Foil / Crome Plated Copper Wire (Optional) / Aluminium Folyo / Krom Kapli Bakir Tel (Opsiyonel)
Material / Malzeme TS EN 50363-4-1 TM4 Ral 7035 PVC TS EN 50363-0 M1 HFFR
c |Standard / Standart TS EN 50363-3 TS EN 50363-0 M1 HFFR
S
B Elongation / Uzama > %220 > %200
-§ Tensile Strength / Kopma Mukavemeti >12N/m 'm >15N/m ‘m
S A iioderives TS EN 60332-12 TS EN 50363-0 M1 HFFR
'*% Marking / Isaretleme Ink Jet Print
@ Working Temperature / Galigma Sicakiigi TS EN 50363-3 T5 (-15/ + 70 €)
g Color / Renk RAL 7035 Grey / Gri / RAL 9005 Black / Siyah
O | uv Protection / UV Koruma 0K/ Uygun
Type Code / Tip Kodu AO5VVH6-F AO5VZHe-F
T:) Packing / Paketleme 500 / 1000 m
§ 2011/305/EC CRP/ DOP TS EN 50575+A1 Eac TS EN 50575+A1 F
© | Factory Standerd / Fabrika Standard TS EN IS0 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP
659 Quality Certificate / Kalite Belgeleri CE, REACH, ROSH, Pb FREE

m % FLEXCAB W FAKISKABLO



FLAT FLEXIBLE CABLE / YASSI FLEKSIBLE KABLO

ESNEK KABLO YAPISI / INCELTILMiS DIS CAP / KUCUK BUKULME YARICAPI / ALEV GECIKTIRICi 6ZELLIK
FLEXIBLE CABLE DESIGN / REDUCED OUTER DIAMETER / SMALL BENDING RADIUS / FLAME RETARDANT CHARECTERISTIC

<> (€ ¥ ReachY ®

Conductor / iletken

TECNICAL SPESIFICATINS
TEKNIK OZELLIKLER PvC HFFR
Section/ Kesit ( 0.75 mm’) 36x [ 42x [ 49x [ 56 x
Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel

Resistance / Direng

EN 60228 Class-5

Construction / Yapi

Stranded Electrolytic Bare Copper / Bikiimlii Elektrolitik Bakir Tel

Core Insulation / Damar izolasyon

Material / Malzeme

TS EN 50363-3 T5 PVC

TS EN 50363-3 T5 PVC

Standard / Standart TS EN 50363-3 TS EN 50363-3
Elongation / Uzama > %220 > %200

Tensile Strength /Kopma Mukavemeti >12N/m ’‘m >15N/m

Fire Performance Standard TS EN 60332-12 TS EN 50363-0 M1 HFFR

Yangin Performans Standardi

Marking / Isaretleme Color / Renk
Working Temperature / Galisma Sicakld TSEN50363-3T5(-15/+ 70 €) TSEN 50363-3T5 (-15/+ 70 €)
Screen Material / Ekranlama Malzemesi Alumium Foil / Crome Plated Copper Wire (Optional) / Aluminium Folyo / Krom Kapli Bakir Tel (Opsiyonel)
Material / Malzeme TS EN 50363-4-1 TM4 Ral 7035 PVC TS EN 50363-0 M1 HFFR
c | Standard / Standart TS EN 50363-3 TS EN 50363-0 M1 HFFR
S
B Elongation / Uzama > %220 > %200
-§ Tensile Strength / Kopma Mukavemeti > 12N/m ‘m > 15N/m ‘m
A ioderivel TS EN 60332+1-2 TS EN 50363-0 M1 HFFR
-é Marking / Isaretleme Ink Jet Print
§ Working Temperature / Galisma Sicakiigi TSEN50363-3T5(-15/+70C)
Eg Color / Renk RAL 7035 Grey / Gri / RAL 9005 Black / Siyah
O | uv Protection / UV Koruma OK/ Uygun
Type Code / Tip Kodu AOSVVH6-F AO5VZH6-F
@ Packing / Paketleme 500 / 1000 m
§ 2011/305/EC CRP/ DOP TS EN 50575+A1 Eac TS EN 50575+A1 F
L | Factory Standard / Fabrika Standarci TS EN 150 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP
é Quality Certificate / Kalite Belgeleri CE, REACH, ROSH, Pb FREE
W AISKABLO W FLEXCAB _
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FE 180 FIRE RESISTANT POWER CABLES / FE 180 ALEVE DAYANIKLI GUC KABLOLARI

4X4 mm? 4X4 mm? 4x(4+1.5)+7x0.22mm?
4x6 mm? 4x6 mm? 4x(6+1.5)+7x0.22mm?
4x10 mm? 4x10 mm? 4x(10+1.5)+7x0.22mm?

ALEV GECIKTIRICI OZELLIK / DUSUK DUMAN YOGUNLU / ZEHIRLI VE KOROZIF GAZLARDAN ARINDIRILMIS / DEVRE BUTUNLUGU 750 °C/ 180 DAKIKA
FLAME RETARDANT CHARACTERISTIC / LOW SMOKE EMISSION WITHOUT POISONED AND CORROSIVE GASES / CIRCUIT INTEGRITY 750 °C / 180 MINUTES

W FLEXFIiRECAB

C€ £ rReachY ®

TECNICAL SPESIFICATINS
TEKNIK OZELLIKLER

PVC

| HFFR

| FE 180

Conductor / fletken

Section/ Kesit ( 4-6-10 mm’)

4x(4+1.50) + 7x0.22 mm’

Standard / Standart

EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Bukimli Elektrolitik Bakir Tel

Resistance / Direng

EN 60228 Class-5

Construction / Yapi

Stranded Electrolytic Bare Copper /Bukimli Elektrolitik Bakir Tel

Core Insulation / Damar izolasyon

Material / Malzeme

TS EN 50363-3 T5 PVC

TS EN 50363-7HM4 HFFR

TS EN 50363-7 HM4 HFFR + MicaTape

Standard / Standart

TS EN 50363-3

TS EN 50363-3

TS EN 50363-3

Elongation / Uzama

> %200

> %180

Tensile Strength /Kopma Mukavemeti

> 15 N/mm’

> 12 N/mm®

> 12 N/mm?

Fire Performance Standard
Yangin Performans Standardi

TS EN 60332-1-2

TS EN 50267-1

TS IEC 60332-21

Marking / Isaretleme

Color + Yellow/Green / Renk + Sari / Yesil

Working Temperature / Galisma Sicakligi

TS EN 50363-3 T5 ( -15/ + 70 °C)

(-15/+70°C)

(-15/+70°C)

UV Protection / UV Koruma

OK / Uygun

Fire Performance
Alev Performansi

Screen Material / Ekranlama Malzemesi

Crome Plated Copper Wire / Kalayli Bakir Tel

Standard / Standart

TS EN 60332-1-2

TS IEC 60754-1/2

TS IEC 60332-21

Flame Protection / Alev Koruma

No / Yok

No / Yok

750 °C / 180 Minutes / 180 Dakika

Halogen Content/ Halojen Miktari

> % 0.5

<% 0.5

<% 0.5

Cover Insulation / Kilif izolasyon

Material / Malzeme

TS EN 50363-4-1 TM4 Ral 7035 PVC

TS EN 50363-7HM4 HFFR

TS EN 50363-7HM4 HFFR

Standard / Standart

TS EN 50363-3

TS EN 50363-0

Elongation / Uzama

> %200

> %180

> %180

Tensile Strength / Kopma Mukavemeti

> 12 N/mm’?

> 12 N/mm?

> 12 N/mm?

Fire Performance Standard
Yangin Performans Kriteri

TS EN 60332-1-2

TS EN 50267-1

TS IEC 60332-21

Marking / Isaretleme

Inkjet Print

Inkjet Print

Inkjet Print

Working Temperature / Calisma Sicakligi

TS EN 50363-3 T5 ( -15/ + 70 °C)

(-15/ + 70 °C)

(-15/ + 70 °C)

Orange / Turuncu

Orange / Turuncu

General / Genel

Color / Renk RAL 7035 Grey / Gri / RAL 9005 Black / Siyah

UV Protection / UV Koruma OK / Uygun

Type Code / Tip Kodu HO7VV-F H07ZZ-F N2XH FE 180
Test Voltage / Test Voltaji 2000 V

Working Voltage / Galisma Voltaji 450/750 V

Packing / Paketleme 500 / 1000 m

2011/305/EC CRP/ DOP

TS EN 50575+A1 Eac

TS EN 50575+A1 F

TS EN 50575+A1 F

Product Standard / Uriin Standardi

TS EN 50525-2-11

Factory Standard / Fabrika Standardi

TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP

Quality Certificate / Kalite Belgeleri CE, REACH, ROSH, Pb FREE

W RAISSKABLO

Bl o



SIGNAL CONTROL CABLES / SINYAL KONTROL KABLOLARI

K-Q
TSE-ISO
9001

C€ £ rReachY ®

TECNICAL SPESIFICATINS

Conductor / iletken

TEKNIK OZELLIKLER PVC HFFR
Section/ Kesit (0.22- 10 m rh) 2x-30x
Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel

Resistance / Direng

EN 60228 Class-5

Construction / Yapi

Stranded Electrolytic Bare Copper / Biikiimlu Elektrolitik Bakir Tel

Core Insulation / Damar izolasyon

Material / Malzeme

TS EN 50363-3 T5 PVC

TS EN 50363-3 T5 PVC

Standard / Standart TS EN 50363-3 TS EN 50363-3
Elongation / Uzama > %220 > %200
Tensile Strength /Kopma Mukavemeti > 12 N/mm’ > 15 N/mm?*)

Fire Performance Standard
Yangin Performans Standardi

TS EN 60332-1-2

TS EN 50363-0 M1 HFFR

Marking / isaretleme

Color / Renk

Working Temperature / Galisma Sicakligi

TSEN 50363-3T5 (-15/+70C)

TS EN 50363-3 T5 (-15/ + 70 C)

Screen Material / Ekranlama Malzemesi

Alumium Foil / Crome Plated Copper Wire (Optional) / Aluminium Folyo / Krom Kapli Bakir Tel (Opsiyonel)

W AKISSKABLO

Cover Insulation / Kilif izolasyon

Material / Malzeme

TS EN 50363-4-1 TM4 Ral 7035 PVC

TS EN 50363-0 M1 HFFR

Standard / Standart TS EN 50363-3 TS EN 50363-0 M1 HFFR
Elongation / Uzama > %220 > %200
Tensile Strength / Kopma Mukavemeti > 12 N/mm’ > 15 N/mm’

Fire Performance Standard
Yangin Performans Kriteri

TS EN 60332-1-2

TS EN 50363-0 M1 HFFR

Marking / Isaretleme

Ink Jet Print

Working Temperature / Galisma Sicakligi

TS EN 50363-3 TS ( -15 / + 70 €)

Color / Renk

RAL 7035 Grey / Gri / RAL 9005 Black / Siyah

General / Genel

UV Protection / UV Koruma OK / Uygun

Type Code / Tip Kodu LIYY / LIYCY / LIY(St)Y LIYC(St)Y LIYH / LIYCH / LIY(St)H / LIYC(St)H
Packing / Paketleme 500 / 1000 m

Product Standard / Uriin Standardi TS 13755

Factory Standard / Fabrika Standardi

TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP

Quality Certificate / Kalite Belgeleri

CE, REACH, ROSH, Pb FREE

el




ENCODER CABLES / ENKODER KABLOLARI

<> (€ ¥ ReEAchY ®

TECNICAL SPESIFICATINS
TEKNIK OZELLIKLER

PVC HFFR

Conductor / iletken

Section/ Kesit ( 0.22- 0.50 mm’)

8x-12x

Standard / Standart

EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel

Resistance / Direng

EN 60228 Class-5

Core Insulation / Damar Izolasyon

Construction / Yapi Stranded Electrolytic Bare Copper / Bikiimlii Elektrolitik Bakir Tel
Material / Malzeme TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC
Standard / Standart TS EN 50363-3 TS EN 50363-3
Elongation / Uzama > %220 > %200

Tensile Strength /Kopma Mukavemeti >12N/m ‘m >12N/m ‘M
e TS EN 60332-1-2 TS EN 60332-1-2

Cover Insulation / Kilif izolasyon

Marking / Isaretleme Color / Renk

Working Temperature / Calisma Sicakiigi TSEN50363-3T5(-15/+70€) TSEN 50363-3T5 (-15/+ 70 C)

Screen Material / Ekranlama Malzemesi Alumium Foil / Crome Plated Copper Wire (Optional) / Aluminium Folyo / Krom Kapli Bakir Tel (Opsiyonel)
Material / Malzeme TS EN 50363-4-1 TM4 Ral 7035 PVC TS EN 50363-0 M1 HFFR
Standard / Standart TS EN 50363-3 TS EN 50363-0 M1 HFFR
Elongation / Uzama > %220 > %200

Tensile Strength / Kopma Mukavemeti >12N/m ’m >15N/m ‘m

e S TS BN 6033212 TS EN SO3630 ML HEFR

Marking / Isaretleme

Ink Jet Print

Working Temperature / Galisma Sicakligi

TSEN 50363-3T5(-15/+70C)

Color / Renk

RAL 7035 Grey / Gri / RAL 9005 Black / Siyah

General / Genel

UV Protection / UV Koruma OK / Uygun

Type Code / Tip Kodu LIYC(St)Y LIYC(St)H
Packing/ Ratleme 500/ 1000 m

Product Standard / Uriin Standardi TS 13755

Factory Standard / Fabrika Standardi

TS EN IS0 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP

Quality Certificate / Kalite Belgeleri

CE, REACH, ROSH, Pb FREE
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W RAISSKABLO



POWER CABLES / GUC KABLOLARI

&> (C€ Y. REAChY ®

TECNICAL SPESIFICATINS

Marking / Isaretleme

Color / Renk

Working Temperature / Galisma Sicakligi

TSEN50363-3 T5 (-15/ + 70 €)

TS EN 50363-3 75 (-15/ + 70 €)

Screen Material / Ekranlama Malzemesi

TEKNIK OZELLIKLER PV HFFR
§ Section/ Kesit ( 1.50- 10 mm’) 2-5x
o
"7 | Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel
‘§ Resistance / Direng EN 60228 Class-5
T
é Construction / Yap Stranded Electrolytic Bare Copper / Buk{imli Elektrolitik Bakir Tel
5 Material / Malzeme TS EN 50363-3 T5 PVC TS EN 50363-3 T5 PVC
>
& |Standard / Standart TS EN 50363-3 TS EN 50363-3
[¢]
| Elongation / Uzama > %220 > %200
(]
% Tensile Strength /Kopma Mukavemeti > 12N/m ’‘m >12N/m ’m
a}
~ | Fire Performance Standard
& | Yangin Performans Standardi TS EN 60332-1-2 TS EN 60332-1-2
©
3
2
o
(o]
v}

Alumium Foil / Crome Plated Copper Wire (Optional) / Aluminium Folyo / Krom Kapli Bakir Tel (Opsiyonel)

Cover Insulation / Kilif izolasyon

Material / Malzeme

TS EN 50363-4-1 TM4 Ral 7035 PVC

TS EN 50363-0 M1 HFFR

Standard / Standart TS EN 50363-3 TS EN 50363-0 M1 HFFR
Elongation / Uzama > %220 > %200
Tensile Strength / Kopma Mukavemeti > 12N/m ’‘m > 15N/m ’m

Fire Performance Standard
Yangin Performans Kriteri

TS EN 60332-1-2

TS EN 50363-0 M1 HFFR

Marking / Isaretleme

Ink Jet Print

Working Temperature / Calisma Sicakligi

TSEN 50363-3T5(-15/+70C)

Color / Renk RAL 7035 Grey / Gri / RAL 9005 Black / Siyah
UV Protection / UV Koruma OK/ Uygun
Type Code / Tip Kodu HO7WV-F / [ LIYY / LIYCY HO7VZ-F / LIHH / LIHCH
g Packing/ Ratleme 500/ 1000 m
(0] -
g Product Standard / Uriin Standardi TS EN 50525-2-11
© | Factory Standard / Fabrika Standardi TS EN 150 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP
é Quality Certificate / Kalite Belgeleri CE, REACH, ROSH, Pb FREE
W AKISKABLO W FLEXCAB -



CONTROL CABLES / KONTROL KABLOLARI

<> (€ ¥ ReEAchY ®

TECNICAL SPESIFICATINS
TEKNIK OZELLIKLER

PVC HFFR

Conductor / iletken

Section/ Kesit ( 0.22- 10 mm?)

2x-30x

Standard / Standart

EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel

Resistance / Direng

EN 60228 Class-5

Core Insulation / Damar izolasyon

Construction / Yapi

Stranded Electrolytic Bare Copper / Biikiimlii Elektrolitik Bakir Tel

Material / Malzeme

TS EN 50363-3 T5 PVC T SEN50363-3 T5 PVC

Standard / Standart TS EN 50363-3 TS EN 50363-3
Elongation / Uzama > %220 > %200
Tensile Strength /Kopma Mukavemeti > 12 N/mm’ > 15N/m )

Fire Performance Standard
Yangin Performans Standardi

TS EN 60332-1-2 TS EN 50363-0 M1 HFFR

Marking / Isaretleme

Color / Renk

Working Temperature / Galisma Sicakligi

TS EN 50363-3 T5 (-15/ + 70 C) TS EN 50363-3T5 (-15/ + 70 C)

Cover Insulation / Kilif izolasyon

Screen Material / Ekranlama Malzemesi

Alumium Foil / Crome Plated Copper Wire (Optional) / Aluminium Folyo / Krom Kapli Bakir Tel (Opsiyonel)

Material / Malzeme

TS EN 50363-4-1 TM4 Ral 7035 PVC TS EN 50363-0 M1 HFFR

Standard / Standart TS EN 50363-3 TS EN 50363-0 M1 HFFR
Elongation / Uzama > %220 > %200
Tensile Strength / Kopma Mukavemeti >12N/m >15N/m

Fire Performance Standard
Yangin Performans Kriteri

TS EN 60332-1-2 TS EN 50363-0 M1 HFFR

Marking / Isaretleme

Ink Jet Print

Working Temperature / Calisma Sicakligi

TS EN 50363-3 TS ( -15 / + 70 €)

Color / Renk

RAL 7035 Grey / Gri / RAL 9005 Black / Siyah

UV Protection / UV Koruma OK / Uygun

Type Code / Tip Kodu LIYY / LIYCY / LIY(St)Y LIYC(St)Y LIYH / LIYCH / LIY(St)H / LIYC(St)H
Packing / Paketleme 500/ 1000 m

Product Standard / Uriin Standardi TS 13755

Factory Standard / Fabrika Standardi

TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP

General / Genel

Quality Certificate / Kalite Belgeleri

CE, REACH, ROSH, Pb FREE

Bl o
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INSTALLATION CABLES / TESISAT KABLOLARI

§

\\A

K-
2 @< HARD> C € v, REACh \/ &
RoHS o~
TECNICAL SPESIFICATINS
TEKNIK OZELLIKLER PVC HFFR
Section/ Kesit (0.22- 16 mm?)
Standard / Standart EN 60228 Class-5 Stranded Electrolytic Bare Copper / TS EN 60228 Sinif 5 Biikiimlii Elektrolitik Bakir Tel

Resistance / Direng

EN 60228 Class-5

Construction / Yapi

Stranded Electrolytic Bare Copper / Biikiimlii Elektrolitik Bakir Tel

Core Insulation / Damar izolasyon | Conductor / iletken

Material / Malzeme

TS EN 50363-3 T5 PVC

TS EN 50363-3 T5 PVC

Standard / Standart TS EN 50363-3 TS EN 50363-3
Elongation / Uzama > %220 > %200
Tensile Strength /Kopma Mukavemeti > 12 N/mm’ > 15 N/mm®)

Fire Performance Standard
Yangin Performans Standardi

TS EN 60332-1-2

TS EN 50363-0 M1 HFFR

Marking / Isaretleme

Color / Renk

Working Temperature / Calisma Sicakligi

TSEN 50363-3 T5 (-15/+ 70 €)

TSEN 50363-3 T5 (-15/+ 70 C)

General / Genel

2011/305/EC CRP/ DOP

TS EN 50575+A1 Eac

TS EN 50575+A1 F

Packing / Paketleme

100/ 200 /500 / 1000 m

Product Standard / Uriin Standard

TS EN 50525-2-31

Factory Standard / Fabrika Standardi

TS EN ISO 9001:2015 QUALITY MANAGEMENT SYSTEM / KALITE YONETIM SISTEMI + ERP

Quality Certificate / Kalite Belgeleri

TSE HAR ,CE, REACH, ROSH, Pb FREE
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Akis Kablo San Tic. Ltd. Sti. Serif Ali Mahallesi
4. Organize Sanayi Bolgesi Kayacik Mah. 407. Sokak No:3 Tiirker Caddesi No:41
Selcuklu / KONYA Umraniye/iSTANBUL
Tel : +903322390648 Tel : +90 216 314 6100
Fax : +903322391468 Fax : +9021631442 11
bilgi@akiskablo.com satis@akiskablo.com
www.akiskablo.com”~ www.akiskablo.com.tr




